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GENERAL

1. COASTAL JURISDICTION LINE INFORMATION WAS OBTAINED FROM CTDEEP.

2. PROPERTY LINES ARE BASED ON CITY OF BRIDGEPORT GIS ASSESSOR RECORDS.

3. BASE MAPPING IS INTENDED FOR GENERAL PLANNING PURPOSES AND IS NOT SUITABLE

FOR DETAILED DESIGN WORK. BASE MAPS WILL BE SUBJECT TO REFINEMENT AND REVISION

AS THE PROJECT PROGRESSES.

4. WORK UNDER THIS PROJECT SHALL BE PERFORMED IN ACCORDANCE WITH THE "STATE OF

CONNECTICUT, DEPARTMENT OF TRANSPORTATION,  STANDARD SPECIFICATIONS FOR 

ROADS, BRIDGES, FACILITIES AND INCIDENTAL CONSTRUCTION, FORM 817, 2016" AS

SUPPLEMENTED THROUGH JULY 2018" ("CTDOT FORM 817") AND SPECIAL PROVISIONS.

5. ALL DIMENSIONS AND ELEVATIONS MUST BE VERIFIED IN THE FIELD BY THE CONTRACTOR

PRIOR TO THE SUBMISSION OF WORKING DRAWINGS, PROCUREMENT OF MATERIALS AND

START OF CONSTRUCTION.  ALL ADJUSTMENTS SHALL BE REVIEWED BY THE ENGINEER.

6. THE CONTRACTOR SHALL IDENTIFY, LOCATE, AND PROTECT ALL EXISTING BOUNDS, 

MONUMENTS, AND BENCHMARKS.  THE CONTRACTOR SHALL OBTAIN APPROVAL FROM

THE ENGINEER BEFORE ANY DISTURBANCE OR RELOCATION.

7. THE CONTRACTOR SHALL PROVIDE ACCESS TO ALL PROPERTIES AT ALL TIMES DURING 

CONSTRUCTION.  THE CONTRACTOR SHALL PROVIDE ADEQUATE SIGHT DISTANCE FOR ALL

DRIVEWAYS AND OTHER ACCESS POINTS DURING CONSTRUCTION.

8. THE CONTRACTOR SHALL PROPOSE CONSTRUCTION ENTRANCES TO THE ENGINEER FOR

APPROVAL BEFORE THE START OF ANY CLEARING OPERATION.  ANTI-TRACKING PADS IN

ACCORDANCE WITH SECTION 2.11 SHALL BE GRADED TO PREVENT RUNOFF FROM ENTERING

THE ROADWAY.  LOCATION OF ANTI-TRACKING PADS IS SUBJECT TO APPROVAL BY THE 

ENGINEER.  SEE MISCELLANEOUS DETAILS FOR ADDITIONAL INFORMATION.

9. ALL SLOPES, TEMPORARY OR PERMANENT, SHALL RECEIVE TURF ESTABLISHMENT OR 

EROSION CONTROL MATTING IN ACCORDANCE WITH SECTION 9.50 AND/OR SLOPE 

PROTECTION IN CONFORMANCE WITH SECTION 2.10 WATER POLLUTION CONTROL (SOIL 

EROSION) OF CTDOT FORM 817 OR AS STATED IN THE CONTRACT DOCUMENTS.

10. REFER TO SECTION 1.08 "PROSECUTION AND PROGRESS" FOR LIMITATION OF OPERATIONS

AND SPECIAL CONDITIONS ON CONTRACTOR'S WORK.

11. ALL BASELINE OFFSETS SHALL BE APPLIED AT THE CENTER OF THE STRUCTURE FOR TYPE C-L

CATCH BASINS AND MANHOLES. ALL BASELINE OFFSETS FOR TYPE C CATCH BASINS SHALL

BE APPLIED AT THE CURB LINE.  THE CONTRACTOR SHALL VERIFY THE LOCATION OF THE 

CATCH BASINS WITH RESPECT TO THE CURB OR BARRIER LINE.

12. IN ACCORDANCE WITH SECTION 1.05.03, A QUALITY MANAGEMENT PLAN WILL BE REQUIRED

BY THE CONTRACTOR AT A DATE SPECIFIED IN THE CONTRACT.

UTILITIES

1. THE APPROXIMATE LOCATION OF UNDERGROUND UTILITIES ARE SHOWN ON THE PLANS

AND ARE NOT GUARANTEED TO BE CORRECT OR COMPLETE.  AT THE DIRECTION OF THE

ENGINEER, THE CONTRACTOR SHALL VERIFY THE LOCATION OF UTILITIES WHICH MAY

CONFLICT WITH THE WORK BY DIGGING TEST PITS BEFORE COMMENCING WORK. THIS WORK

SHALL BE PAID FOR UNDER THE ITEM "TEST PIT".

2. THE CONTRACTOR SHALL MAINTAIN AND PROTECT EXISTING & PROPOSED UTILITIES THROUGHOUT 

THE DURATION OF THE PROJECT.

3. CONTRACTOR SHALL CONTACT "CALL BEFORE YOU DIG" AT 800-922-4455 AT LEAST 72 HOURS PRIOR

TO CONDUCTING WORK.

4. ALL REQUIRED UTILITY RELOCATIONS SHALL BE PERFORMED BY THE RESPECTIVE UTILITY COMPANIES.

THE CONTRACTOR SHALL CONTACT THE UTILITY COMPANIES PRIOR TO ANY WORK AND COORDINATE

HIS WORK AND PROJECT SCHEDULE WITH THE UTILITY COMPANY WORK. UTILITY COORDINATION 

MEETINGS SHALL BE SCHEDULED BY THE ENGINEER AS NEEDED.  ALL COORDINATION, INCLUDING

BUT NOT LIMITED TO MEETINGS, SHALL BE PERFORMED IN ACCORDANCE WITH FORM 817, SECTION 

1.05.06.  THE COST OF ALL COOPERATION WITH UTILITIES, INCLUDING COORDINATION AND MEETINGS,

IS INCLUDED IN THE OVERALL COST OF THE PROJECT AND NO ADDITIONAL PAYMENTS WILL BE MADE

TO THE CONTRACTOR.

GENERAL PHASING OF SWALES AND EROSION CONTROL MEASURES

1. EXTREME CAUTION MUST BE TAKEN TO LIMIT THE EXTENT OF DISTURBED AREAS. WORK SHALL BE 

CONDUCTED BY THE CONTRACTOR IN THE FOLLOWING ORDER.

A. INSTALL ANTI-TRACKING PADS AS DIRECTED BY THE ENGINEER.

B. INSTALL SEDIMENTATION CONTROL SYSTEM AT ALL CATCH BASINS AND DRAINS, EACH 

STOCKPILE AND STORAGE AREA AND IN OTHER AREAS AS INDICATED ON THE PLANS OR AS

DIRECTED BY THE ENGINEER.

C. INSTALL CHECK DAMS IN SWALES AND OTHER AREAS OF CONCENTRATED FLOW. THIS 

WORK SHALL BE PAID FOR UNDER THE ITEM "WATER POLLUTION CONTROL".

PERMITTING REQUIREMENTS

1. THE CONTRACTOR IS HEREBY NOTIFIED THAT THE PERMITS INCLUDED IN THE SPECIAL 

PROVISIONS AND CONTRACT DOCUMENTS ARE REQUIRED FOR THIS PROJECT.  THE 

CONTRACTOR WILL BE REQUIRED TO COMPLY WITH ALL APPLICABLE CONDITIONS.  

ADDITIONAL PERMITS BY OTHER REGULATORY AGENCIES MAY ALSO BE REQUIRED.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COMPLIANCE WITH THE EROSION

CONTROL PLAN AND ANY ADDITIONAL REQUIREMENTS (INCLUDING INSPECTION AND 

CERTIFICATION) IMPOSED BY THE U.S. EPA NPDES PERMIT AND ANY OTHER LOCAL,

STATE OR FEDERAL REGULATIONS INCLUDING STATE OF CONNECTICUT DEPARTMENT

OF ENVIRONMENTAL PROTECTION GENERAL PERMIT DEP-PED-GP-015, "GENERAL

PERMIT FOR THE DISCHARGE OF STORMWATER AND DEWATERING WASTEWATER

ASSOCIATED WITH CONSTRUCTION ACTIVITIES".

3. IF ADDITIONAL EROSION CONTROL MEASURES ARE REQUIRED DURING OR AFTER 

CONSTRUCTION, AS DETERMINED BY THE ENGINEER, OR OTHER  AUTHORITIES, THE 

CONTRACTOR SHALL TAKE SUCH ADDITIONAL MEASURES AS THEY MAY DIRECT. THIS

WORK SHALL BE PAID FOR UNDER THE APPLICABLE ITEMS.

4. EACH CONTRACTOR AND SUBCONTRACTOR PERFORMING WORK ON THIS SITE SHALL

BE REQUIRED TO CERTIFY THAT THEY HAVE READ AND UNDERSTAND THE TERMS OF

CT DEEP GENERAL PERMIT DEEP-WPED-GP-015.

FLOOD CONTINGENCY

1. THE CONTRACTOR IS HEREBY NOTIFIED THAT THE PROJECT AREA IS WITHIN THE

100 YR AND 500 YR FLOOD ZONE AND IS SUBJECT TO URBAN FLOODING.

2. THE CONTRACTOR IS BOUND BY THE CONDITIONS SET FORTH IN THE CONNECTICUT 

DEPARTMENT OF TRANSPORTATION "STANDARD SPECIFICATIONS FOR ROADS, BRIDGES, 

FACILITIES AND INCIDENTAL CONSTRUCTION", FORM 817, 2016, WITH THE JULY 2018 

SUPPLEMENTAL SPECIFICATIONS.  SPECIFICALLY, SECTION 1.10 - ENVIRONMENTAL

COMPLIANCE, ADDRESSES THE NEED FOR THE CONTRACTOR TO MAINTAIN A STABLE

WORK AREA AND TO COORDINATE WITH THE NATIONAL OCEANIC AND ATMOSPHERIC 

ADMINISTRATION (NOAA) WEATHER SERVICE FOR INFORMATION PERTAINING TO STORMS.  

THESE PROVISIONS ARE FULLY DESCRIBED UNDER ITEMS 9 AND 10 OF THE "REQUIRED

BEST MANAGEMENT PRACTICES".

DEMOLITION

1. ALL EROSION AND SEDIMENTATION CONTROL SYSTEMS ARE TO BE IN PLACE PRIOR

TO THE START OF ANY DEMOLITION WORK.

2. ABANDONMENT OF UTILITIES AS SHOWN IN THESE PLANS IS TO BE INCLUDED IN THE

GENERAL COST OF THE WORK.  NO SEPARATE PAYMENT WILL BE MADE.

3. ABANDONED MANHOLES AND CATCH BASINS SHALL BE REMOVED 3' BELOW GRADE.

ALL ABANDONED PIPES, MANHOLES, AND CATCH BASINS SHALL BE PLUGGED AND

FILLED WITH CONCRETE LOW STRENGTH MATERIAL, AND IN ACCORDANCE WITH THE 

ATTACHED SPECIAL PROVISION.

4. THE CONTRACTOR SHALL MEET WITH THE ENGINEER AND THE CITY OF BRIDGEPORT

BEFORE REMOVING ANY TREES TO DETERMINE WHICH TREES ARE TO REMAIN AND BE 

RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING TREES NOT DESIGNATED FOR

REMOVAL IN ACCORDANCE WITH CITY OF BRIDGEPORT REQUIREMENTS.  REMOVAL OF 

EXISTING TREES SHALL BE PAID FOR UNDER ITEM NO. 0201001A CLEARING AND GRUBBING.
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CONSTRUCTION NOTES

1. PAVEMENT SECTIONS ARE SUBJECT TO CHANGE AND WILL BE BASED ON THE RESULTS OF FURTHER
GEOTECHNICAL INVESTIGATIONS.

2. CEMENT CONCRETE SHALL BE 4,000 PSI-TYPE II.

3. PROVIDE EXPANSION JOINTS AT A MINIMUM 30 FEET ON-CENTER WITH PRE-FORMED EXPANSION JOINT
FILLER AND SEALER.

4. PROVIDE TOOLED CONTROL JOINTS AT A MINIMUM SIX (6) FEET ON-CENTER.

5. PROVIDE BROOM FINISH IN DIRECTION PERPENDICULAR TO CURB.

1

2

"

Expansion Joint Detail

EXPANSION

JOINT

SEALANT

CONCRETE

PAVEMENT

BIT CONC PAVEMENT

COMPACTED

SUBGRADE

#4 REBAR @ 16" O.C.

(BOTH DIRECTIONS)
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8" COMPACTED GRAVEL

(1

1

2

" MAX STONE SIZE)

1

2
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DETAIL

SCALE:
CEMENT CONCRETE PAVEMENT
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